VISHAY Model LCD-THITT
ﬁ’ PRECISION
Y crour Celtron
Low Profile Compression Disk
Standard Capacity 25K, 50K, 100K 1b
Recommended Excitation IOV AC/DC Compensated Temp, Range 10 Cto +40°C
Maximum Excitation 15 AC/DC Operating Temp. Range 20C 0 +60C
Output at Rated L oad 4 mV/V £0.25 % Lero Dalance +1%
Huysteresis Error 0. 05% Input Resistance 385+5 Q *|
Non L inearity 0. 05% Output Resistance 350£3 Q *7
Non Repeatability 0.02% Insultaion Resistance ( 5OVDC) >5000 MQ
Creep CZ0 minuties) 0. 03% Deflection at Rated Load <0.5 mm
Zero Return C 20 mintes) 0.03% Safe Overload 150%
Temp. Effect/ 10 C on Span 0.015% Uktimate Overload 300%
Temp, Effect/ 10 C on Zero 00Z6% *2 1 700 £5Q for [OOK b
X1 2 770 £10Q for [OOK b
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25K/50K 1b 100K 1b
Cable Length:49. 2’ /15m Cable Length: 49.2" /15m
@HMEN@H@NS H $25KTHZ :33. 1" /10m
CAPACITY DIMENSIONS
D D1 D2 T H H1 T1 T2
gmm) 120.7 38.9 101.6 232.0 53.1 41,1 8.7 13.5x 9.7DP
25K/50K TH [(inch) 4.75 1.5 4.00 @1.26 2.12 1. 62 0.34 0.53 x 0.38DP
gmm) 120.7  38.9 101.6 53.1 41.1 8.7 13.5 x 9.7DP
25K/50K TT|(inch) 4.75 1.53 4.00 M32%¥1.> 212  1.62 0.34  0.53 x 0.38DP
gmm) 138.0 50.4 116.8 " 65. 8 50.8 10. 3 16.5 x 11.0DP
100KTT inch) 5.43 1.98 4.60 MAO*L.5 9759 2700 0.41 0.85 x 0.43DP




