VISHAY

Model LCD-TT/M/MH

{ PRECISION
") GROUP

Low Profile Compression Disk

Celtron

SPECIFICATIONS:
Standard Capacity o0t 100
Recommended Excitation IOV AC/DC Compensated Temp, Range 0 Cto+40C
Maximum Excitation 12V AC/DC Operating Temp, Range 20 C+to+60C
Output at Rated Load 2mv/V £0.29 %%*3 Lero Dalance xI%
Huteresis Ol% lnput Resistance 289 #£Q %1
Non Linearity Ol% Output Resistance 250 #Q %9
Non Kepeatablity 0.02% lnsultaion Resistance ( 5OVDC) >2000 NQ
Creep CZO minties) QU2% Deflection at Rated Load <O.% mm
Zero Return (20 minukes) 0.0%% Safe Overload 120%
Temp. Effect/ 10 C on Span 0.01%% Utimate Overload 200%
Temp, Effect/ 10 C on Zero 0.026%
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Cable Length: (0
49.2’ /15m 60,/100t ’
DIMENSIONS: Cable Length: 1.7 /0.5m
CAPACITY DIMENSTONS
D D1 D2 H B T
204.0 176.0 — 18.9 17.0
100tTT ETE)ch) 803 6,03 . 193 067 2 1/2-8UNF
mm)  234.0 94.0 194.0 60.0 —
60/100tM éinch) 9.21  3.70 7. 64 2.36 M64. 03
mm)  234.0  94.0 194. 0 60.0
60/100tMH ginch) 9.21  3.70 7.64 2.3 935






