Model MBB-RA

VISHAY
{ PRECISION
Celtron " GROUP
MODEL MBB-RA
Standard Capacity 100, 150, 250 1b
Recommended Excitation IOV AC/DC Compensated Temp. Range 10 C o +40°C
Maximum Excitation 12V AC/UC Operating Temp. Range 20Cto +60C
Output 2t Rated Load 3 mV/V£10 % Lero Delance Ly 4
Hysteresis Error 0. 03% lnput Resistance 38015 Q
Non Lincarity 0.03% Output Resistance 250£7% Q
Non Repeatability 0. 02% Insultaion Resistance C 2OVIC) >5000 NE
Creep (20 minkies) 0. 03% Deflection at Kated | oad <0.5 mm
7 ero Return C 20 mintes) 0.03% Safe Overload 200%
Temp. Effect/ 10 C on Span 005 % Ukimate Overload 300%
Temp. Effect/ 10 C on Zero 0.026%
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DIMENSIONS
CAPACITY
LI 12 L3 Wi H  HI H2 I D D2
(mm)  60.33 50 12.7 33.66 19.5 19.05 24.8 22.2 37.8 4.5 10. 0% o
100/150 1b 1.49 0.18 Mo bP12
(inch) 2-38 1.97 0.50 1.33 0.77 0.75 0.98 0.87 - : 0. 39
(mm)  60.33 50 12.7 33.66 19.5 19.05 24.8 929.2 37.8 6.4 10. 0% o
250 1b M5DP12° "
(inch) 2.38 1.97 0.50 1.33 0.77 0.75 0.98 0.87 1.49 0.25 0.39




