VISHAY Model SQB-20t/H
74
"/ ZRRg(l:I'fION Celtron
Single-Ended Beam

SPEGIFICATIONS:

Standard Capactty 20t

Recommended Excitation IOV AC/DC Compensated Temp, Range 10C o +40°C

Maximum Excitation 15V AC/ DC Operating Temp, Range -20°C to + 60C

Output at Rated L oad 2m// N +£0.29 % Lero Palance %

Husteresis Error 00%% Input Resistance 285+9 Q)

Non Linearity 002% Output Resistance 290+2 Q

Non Repeatability 0.0Z% Insultaion Resistance ( 2OVDC) >5000 MQ

Creep (20 minties) OO27% Deflection at Rated Load <l

Lero Return (20 minstes) 0.02% Safe Overload 120%

Temp. Effect/ 10 C on Span 0.05% Utimate Overload 200%

Temp. Effect/ 10 C on Zero 0.026%
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DIMENSIONS:
DIMENSTONS
CAPACITY L L2 v i 2 i 0 € 6 € € D DI D2
201 /H (mm) 3180 153.0 70.0 70.0 82.5 24.0 32.0 89.0 159 35.0 57.0 34.0 38.0 54.0
(inch)jo5 6.0 276 2.76 3.25 0.94 1.26 3.5 6.26 1.38 2.24 1.34 1.5 2.13






